WIRE MESH

CATALOG

CERTIFICATIONS

Member of AISC | AISC Certified | Member of AWS
HUB - TxCPA | DBE/ACDBE - PANYNJ | MBE - PANYNJ
SBE - PANYNJ | DBE/ACDBE - TxDOT | SBE - TxDOT
DBE/ACDBE - Caltrans | MBE - NYC SBS | MBE - NYS
NJPW Contractor | MBE - NYC SCA | Cage Code - SBA

INDUSTRIES

www.sd-ind.com
212-348-8000
sales@sd-ind.com




{
‘J

iu
4

e
3:, ‘1 '__,.
E > . Q ]/8" Wire — %II %ll %ll %n
— L L L L
1/8" Wire ” 7 7 7 !
2 ~ __ N ) S
wZ 75 & 1/8" Wire \ \ \ \ \
S ; J 1 1 1 1 -
= g W b | b | b
= | | | | |
g e T TP I = 9%
(-4 - 0 | P | 0 -
o) o= i i i i i o<
O | 0 i 0
T NP | E— | E %}
(a] | |
9 P
\
\

in
4

i
i
|
|
|
\CP/

VERSATILE MID-FILL WIRE GRID ol
SDI-A03 N —

in
4

WL
il
\
————f-o——
|
|
|
|
T
|
|
}
S
\
|
|
|
+
}
\
}
o ———Hf————f-H6——-
|
|
|
\
|
|

I
o : . | 0 |
The SDI-A03 is a simple square architectural wire mesh pattern H H H H
woven using a flat top crimp style. The flat top tooling results in } } } 2 11/8" Wire
a weave with two distinct sides: a smooth side and a bumpy = 218" Wire
= [
side. This flexibility allows you to choose the side that best suits £
your design, offering versatility in both appearance and texture. §
o
L: 240 Inches (A)
3 1/8" Wire

SPECIFICATIONS 2 1/8" Wire

Percentage Open Overall Thickness Crimp Style Aspect Ratio

74.0% 0.210 FlatGrid Weave 1.00:1

Opening Limitation Weight Max Length Max Height

.645 0.99 Ibs./sq. ft. 240 Inches (B) 96 Inches (A)
Material: Finish:
Stainless Steel, Plain Steel, Weathering Steel Antique Brass, Antique Copper, Antique Nickle
Pre-Galvanized, Galfan, Brass, Bronze, Copper Black Copper, Satin Brass, Champagne Bronze
Aluminum Powder Coat
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